
11 
Throstle Nest Mill, Leeds Road, Nelson, Lancashire, England BB9 7QZ. 

Phone - 01282 696214. 
Fax - 01282 697319 

www.protectiontextiles.com - www.jaysracewear.co.uk 
salesoffice@dale-techniche.co.uk 

TECHNICAL SPECIFICATION SHEET 

Cutters 500mm apron leather front – PG2/AA/500MM

Design: Cut resistant cutters apron. 

Style:  500mm style with chrome leather front 
and leather straps. Features a layer of 
"Hi-vis" fabric under the re-enforcement 
to give immediate indication if the  
re-enforcing layer is breached. 

Sizes: One size. 

Labels: CE mark EN388:2016+A1:2018  (4X44F)

Fabric Used 

Outer layer : Approx. 800gsm natural chrome leather. 

Anti slash layer : 700gsm woven fabric consisting of 
50%glass/50% Kevlar® fibres. 

Indicator layer : Woven polycotton high-vis fabric 
conforming to EN471. 

Inner layer : 180gsm polyester/cotton twill fabric. 

Composite assembly conforms to : EN388 levels 4X44F 

Sewing thread : 100% polyester. 
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KEVLAR® is registered trade mark of E.I. du Pont de Nemours and Company. 
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